

[image: ]  Fox Blocks
Airlite Plastics Co.
6110 Abbott Street
Omaha, NE 68110
877.369.2562 www.FoxBlocks.com



Fox Buck Test Results Summary


	Test Standard
	Test Description
	Results

	TAS 201-94 
	Impact Test
	Passed – no through penetration

	TAS 202-94
	Criteria for Testing Impact and Non-Impact Resistant Building Envelope Components Using Uniform Static Air Pressure
	Passed – no failure or distress

	TAS 203-94
	Criteria for Testing Products Subject to Cyclic Wind Pressure Loading
	Passed – no failure or distress


	ASTM E283-04(2012)
	Standard Test Method for Determining Rate of Air Leakage Through Exterior Windows, Curtains Walls, and Doors Under Specified Pressure Differences Across the Specimen
	Passed – 0.004 CFM/ft^2

	ASTM E330/E330M-14
	Standard Test Method for Structural Performance of Exterior Windows, Doors, Skylights and Curtain Walls by Uniform Static Air Pressure Difference
	Passed – no failure of distress

	ASTM E331-00(2009)
	Standard Test Method for Water Penetration of Exterior Windows, Skylights, Doors, and Curtain Walls by Uniform Static Air Pressure Difference
	Passed – no water infiltration

	ASTM E1996-14a
	Standard Specification for Performance of Exterior Windows, Curtain Walls, Doors, and Impact Protective Systems Impacted by Windborne Debris in Hurricanes
	Passed – no through penetration

	ASTM E1886-13a
	Standard Test Method for Performance of Exterior Windows, Curtain Walls, Doors, and Impact Protective Systems Impacted by Missile(s) and Exposed to Cyclic Pressure Differentials
	Passed – no failure or distress

	ASTM E119 and CAN/ULC S101
	Fire Resistance Ratings
	Ratings per Intertek Design FXB/ICF 240-01

	ASTM E2634 and CAN/ULC S717.1
	ICF Standard
	Certified to this Standard

	ASTM c578 and CAN/ULC S701
	Physical Properties of EPS Foam
	Type II EPS

	ASTM D635 (plastic cross ties) 
	Burn Rate of Plastic
	CC1 classification

	ASTM D638 (plastic cross ties)
	Tensile Strength
	32.3 kN/m^2 (675 psf) minimum

	ASTM D732 (plastic cross ties)
	Shear Strength
	3,080 psi minimum

	ASTM D1761 (plastic cross ties)
	Fastener Direct Withdrawal and Lateral 
	Refer to Table 2 of IRR-1010

	ASTM D1929
	Ignition Temperature
	350 C (662 F) minimum

	ASTM E84
	Flame Spread (FS) and Smoke Development (SD)
	FS less than 25 and SD less than 450

	UL 1715
	Fire Corner Room Test
	Passed

	ICC ES AC353
	Acceptance Criteria for ICFs
	Complies per IRR-1010

	NFPA 285
	Noncombustible Type Construction (Type I-IV)
	[bookmark: _GoBack]Approved for EIFS; 7/8” Stucco with lath; and Brick with 1” air gap and steel shelf angles




Notes:
· Accredited and approved 3rd Party Testing and Certification Agency – Intertek Warnock-Hersey
· Wall Test Assembly – Fox 6” ICF forms and 6” Fox Buck 8’x8’ wall with a 24”x24” Fox Buck window opening centered in wall
· 25 MPa concrete cured for 28 days
· Design wind pressure of 100 psf and tested at 1.5 times the design wind pressure
· Impact test was subjected to (4) impacts with a 2x4 at 50 ft/s
· Air infiltration at 6.3 psf
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