CONSTRUCTION DETAIL DRAWINGS

Fox Blocks ICF Wall Systems

ATTACH TRUSS TO WALL WITH SIMPSON S/H1
TRUSS CLIP (OR EQUAL PER CODE) USING (8)
#10 PAN HEAD SCREWS AND (2) #10 HEX
HEAD SCREWS FROM TOP TRACK OF WALL
INTO BOTTOM CHORD OF TRUSS.
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1/2" (MIN.) DRYWALL — TYPICAL
SCREWED 7O PLASTIC FURRING STRIPS
DENTIFIED BY THE WORDS "FOX BLOCKS"

3/4" T&G PLYWWODD
GLUED & SCREWED @
B’0C EDGE & 12"0C
FIELD OVER 24" FLOOR
TRUSSES @ 16"0C.

1/2" (MIN.) GYP BOARD
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MIN. 3/4" PLYWOOD W/ FIELD FASTENERS
@ 12" 0.C. MIN. AND EDGE FASTENERS

© 6" 0.C.  MIN. SCREWS FOR ROOF

DECKING ARE #8 x 1" FLAT HEAD OR

1.16 AEROSMITH DRVEPINS (OR EQUAL PER CODE)
(OPTIONAL: FOAM ANCHORING SYSTEM)

PREFINISHED MTL FASCIA
AND SOFFIT.

2x6 STEEL RUNNER TRACK
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UPPER LEVEL
4" OR 8" STRAIGHT ICF BLOCK
PER ENGINEER OF RECORD

/ STIRRUP SPACING PER
ENGINEER OF RECORD

\ 6" OR 8" CORBEL LEDGE ICF BLOCK

PER ENGINEER OF RECORD

4" CONC SLAB W/ BX6X10/10
WWM OVER .006 POLY

VAPOR BARRIER OVER

TREATED FILL.
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HORIZONTAL REBAR PER
ENGINEER OF RECORD

\ VERTICAL REBAR PER
ENGINEER OF RECORD
\ LOWER LEVEL
6" OR 8" STRAIGHT ICF BLOCK
PER ENGINEER OF RECORD
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CONT CONC FTG SEE
FOUNDATION PLAN FOR
SIZES & STEEL PLACEMENT.
OR ENGINEER OF RECORD

This drawing is only to be used as a reference. The
user shall check to ensure the drawing meets local
building codes and construction practices by consulting
local building professionals and officials. Changes to
the drawing may be made by Fox Blocks without notice

I WOOD JOIST BEARING
ON COMMON ICF WALL

and assumes no liability in connection with the use of
this drawing including modifications, copying or
distribution.
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