CONSTRUCTION DETAIL DRAWING SHOP DRAWING APPROVED:—YES O
Fox Blocks ICF Wall Systems SHOP DRAWING APPROVED AS NOTED: YES NO
SHOP DRAWING RESUBMIT: YES NO
AUTHORIZED SIGNATURE:
DATE SUBMITTED:
ON BEARING SURFACES LESS THAN 8" (NOM.), JOIST
SPACING MUST BE STAGGERED BY A MIN. OF 6"
SLAB THICKNESS + 1/4”
TOP OF SLAB\ MIN. BRG. 3 1/2" <— WELDED WIRE MESH
N A\ A=
[9p] [9p]
L L
X X
o / , Q
= 7 5 =
R STd Tan
% HAMBRO JOIST _/ ?;;’jj; oz \HAMBRO JOIST %
Z BEARING ELEVATION ;%r‘ gj«‘; JOIST BEARS DIRECTLY Z
/ tiid1 B4 ON MASONRY (EMBED
gg gg OR BEARING PI)_ATE
7
77 F22 NOT REQUIRED
g’g .
u

CONCRETE CORE
WIDTH REQUIREMENTS

OF 47, 6" or 8"

DESIGNED BY ENGINEER

OF RECORD, DEPENDING
ON THE CLEAR SPANS
AND RESIDENTIAL OR
COMMERCIAL CONSTRUCTION
LIVE LOAD & DEAD LOAD

INSULATING CONCRETE FORM (ICF)

I~

HORIZONTAL AND
VERTICAL

REINFORCING BARS
DESIGNED AND SPACED
BY ENGINEER OF
RECORD

FOX BLOCK

NOTE: MINIMUM BEARING ON MASONRY TO BE 3 1/2". WHEN NOT ACHIEVABLE,
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This drawing is only to be used as a reference. The
user shall check to ensure the drawing meets local
building codes and construction practices by consulting
local building professionals and officials. Changes to
the drawing may be made by Fox Blocks without notice
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